
 

  

 

Monitoring Program for Chromium-6 (Cr-6) or Hexavalent Chromium 
 

The Milwaukee Water Works (MWW), under the requirements of the U.S. Environmental Protection 
Agency (EPA), is monitoring for Total Chromium and chromium-6 (Cr-6), also known as Hexavalent 
Chromium. Cr-6 is now part of the Unregulated Contaminant Monitoring Rule-3 (UCMR-3) mandatory 
monitoring effort in 2013 which requires quarterly monitoring of water treatment plant finished water and 
water in the distribution system from one site per each of the two treatment plants. Total Chromium is 
regulated by the EPA via the Safe Drinking Water Act (SDWA) while Cr-6 is not regulated. The EPA is 
reviewing a proposal to set a safe level, known as a Maximum Contaminant Level (MCL), for Cr-6, and is 
assessing health effects based on available data. EPA has not yet provided any risk context for the sampling 
or any operational guidance if Cr-6 was detected. MWW began monitoring for Cr-6 after a January 2011 
EPA guidance in which utilities were encouraged to conduct Cr-6 sampling at treatment plants (source and 
finished) and in the distribution system on a quarterly basis.  
 
Results are presented as they become available.  
Results are presented in micrograms per liter (= µg/L) = parts per billion. 
The allowable concentration, or Maximum Contaminant Level, for Total Chromium is 100 µg/L. 
There is no regulation, or Maximum Contaminant Level, for Cr-6. 
 
Sample Location 2013 

Sampling 
Period 

Date 
Sampled 

Cr-6 

µg/L 

Method 
Code 

Total 
Chromium 

µg/L 

Method 
Code 

Treatment Plant 
Finished Water 

First quarter 2/12/2013 0.25 EPA 218.7 0.30 EPA 200.8 
Second quarter 5/6/2013 0.20 EPA 218.7 0.30 EPA 200.8 
Third quarter 8/5/13 0.20 EPA 218.7 0.30 EPA 200.8 
Fourth quarter 11/4/13 0.21 EPA 218.7 0.20 EPA 200.8 

Distribution Tap 
Water 

First quarter 2/13/2013 0.25 EPA 218.7 0.30 EPA 200.8 
Second quarter 5/6/2013 0.21 EPA 218.7 0.30 EPA 200.8 
Third quarter 8/6/13 0.22 EPA 218.7 0.30 EPA 200.8 
Fourth quarter 11/4/13 0.24 EPA 218.7 0.20 EPA 200.8 
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Monitoring results from 2011 and 2012 are on page 2 and 3. 
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Milwaukee Water Works  

2012 Monitoring Program for Cr-6, or Hexavalent Chromium 
 
Results are presented in micrograms per liter (= µg/L) = parts per billion. 
There is no regulation, or Maximum Contaminant Level, for Cr-6. 
This set of analyses was performed using the EPA Method 218.7.   
 
Sample 
Location 

2012 Quarterly 
Sampling  
Period 

Average Cr-6 
in µg/L 

Milwaukee 
source water 

First 0.40 
Second 0.30 
Third 0.25 
Fourth 0.19 

Milwaukee 
finished water 

First 0.33 
Second 0.23 
Third 0.21 
Fourth 0.21 

Distribution 
Tap water 

First 0.25 
Second  0.25 
Third 0.20 
Fourth 0.21 
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Milwaukee Water Works  

2011 Monitoring Program for Cr-6, or Hexavalent Chromium 
 
Results are presented in micrograms per liter (= µg/L) = parts per billion. 
There is no regulation, or Maximum Contaminant Level, for Cr-6. 
The first-quarter analysis method used was EPA 218.6. The second-, third- and fourth-quarter analyses 
method was inductively coupled plasma-mass spectrometry (ICP-MS). 
 
Sample 
Location 

2011 Quarterly 
Sampling  
Period 

Average Cr-6 
in µg/L 

Milwaukee 
source water 

First 0.26 
Second 0.21 
Third 0.23 
Fourth 0.25 

Milwaukee 
finished water 

First 0.27 
Second 0.22 
Third 0.23 
Fourth 0.24 

Distribution 
Tap water 

First 0.27 
Second  0.21 
Third 0.21 
Fourth 0.24 

 
 


