
 
 
 

How to Flush Internal Building Pipes 
 
Your water service has been disturbed and the interior plumbing in the house should be 
thoroughly flushed.  This will clear the pipes of any particles that may have come loose. This 
thorough flushing of the pipes is especially important if any part of the water service connecting 
the house to the water main in the street is made of lead. 

 
The objective is to get the highest possible water flow through the pipes to loosen any particles 
and to flush those particles into the drain.   
 
This procedure should be followed as soon as possible. 
 
Here’s how to do it: 
 
Step 1.   Start at the lowest level in house (e.g., basement). Remove screens and aerators from all 

faucets on this floor. (The aerator is located at the tip of the faucet that includes a 
screen.  A rubber jar opener or pliers may be needed.) 
 

Step 2.   Open all faucets on the COLD water setting.  Make sure that the water is going to the 
drain. Keep the taps open and proceed to Step 3. 
 

Step 3.   Move to next highest floor in the house.  If possible, remove screens and aerators 
from all faucets on this floor and fully open them on the COLD water setting.  Make 
sure that the water is going to the drain. Again, keep all taps open and proceed to 
Step 4. 

 
Step 4.   Repeat if there are higher floors. 
 
Step 5.   Once the top floor in the house is reached and all faucets in the house are open, 

continue running all faucets for 5-10 minutes.  
 
Step 6.   After 5-10 minutes, turn off all faucets starting at the top floor and working your way 

down to the lowest level in the house. 
 
Step 7.   Rinse and re-attach any screens and aerators that were removed. 
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Como limpiar su sistema de drenaje interno para su edificio 
 
La tubería interna de su propiedad a sido disturbada y debe ser lavada completamente.  Esto 
removerá de las tuberías cualquier partícula que haya quedado suelta. Este lavado completo de 
las tuberías es especialmente importante si cualquier parte del servicio de agua conectando la 
casa a la tubería principal en la calle es de plomo. 
 
El objetivo es lograr que la mayor cantidad de agua fluya por la tubería para remover cualquier 
partícula y las arrastre al drenaje. 
 
Este procedimiento debe ser seguido tan pronto como sea posible.  
 
Se hace de esta manera:  
 
Paso 1. Empiece en el nivel más bajo de la casa (ejemplo, el sótano). Si es posible, quite los 
filtros y los aereadores de los grifos en este piso. (El aereador está en la punta del grifo que 
incluye un filtro. Se podrían necesitar un abridor de hule para envases o unos alicates.) 
 
Paso 2. Abra todos los grifos del sistema en agua FRIA. Asegúrese de que toda el agua  vaya al 
drenaje. Mantenga los grifos abiertos y proceda al Paso 3. 
 
Paso 3. Vaya al siguiente piso hacia arriba de la casa. Si es posible, quite los filtros y aereadores 
de todos los grifos de este piso y abra completamente el sistema de agua FRIA. Asegúrese de 
que toda el agua se vaya al drenaje. Nuevamente mantenga todos los grifos abiertos y proceda 
al paso 4. 
 
Paso 4. Repita si existen pisos más altos. 
 
Paso 5. Una vez que esté en el piso más alto de la casa y todos los grifos estén abiertos y con el 
agua corriendo, espere entre 5-10 minutos. 
 
Paso 6. Después de 5-10 minutos, cierre los grifos empezando en el piso más alto y continúe 
bajando y cerrando los grifos hasta el piso más bajo. 
 
Paso 7. Enjuage y vuelva a poner los filtros y aereadores que haya removido. 
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