
EDX    SignalPro®® : Waukesha County (Analog)

Study Grid Boundary
Interstates
Highways
County Boundaries
State Boundary

Aggregate Simulcast Monte Carlo Reliability

>= 95.000 % 95% Simulcast Portable Hip-level
< 95.000 %

 Display threshold level: -120.0 dBmW
Uplink Percent Log-Normal Reliability using voting receivers

>= 95.0 % 95% Talk-in Portable Hip-level
< 95.0 %

 Display threshold level: -120.0 dBmW

Notes

This coverage map is for
informational purposes only, no
guarantee of coverage is expressed 
or implied.

KILOMETERS

-5 0 5

Waukesha County
Map W.1 – As-Is Analog (12dB buildings)

Rev. - 1.1 Mon Nov 05 14:42:57 2012



EDX    SignalPro®® : Waukesha County (Digital, P25 Ph I)

Study Grid Boundary
Interstates
Highways
County Boundaries
State Boundary

Aggregate Simulcast Monte Carlo Reliability

>= 95.000 % 95% Simulcast Portable Hip-level
< 95.000 %

 Display threshold level: -120.0 dBmW
Uplink Percent Log-Normal Reliability using voting receivers

>= 95.0 % 95% Talk-in Portable Hip-level
< 95.0 %

 Display threshold level: -120.0 dBmW

Notes

This coverage map is for
informational purposes only, no
guarantee of coverage is expressed 
or implied.

KILOMETERS

-5 0 5

Waukesha County
Map W.2 – Current Sites, P25 Ph. 1 (12dB buildings)

Rev. - 1.1 Mon Nov 05 14:25:06 2012



EDX    SignalPro®® : Waukesha County (Digital, P25 Ph I)

Study Grid Boundary
Interstates
Highways
County Boundaries
State Boundary

Aggregate Simulcast Monte Carlo Reliability

>= 95.000 % 95% Simulcast Portable Hip-level
< 95.000 %

 Display threshold level: -120.0 dBmW
Uplink Percent Log-Normal Reliability using voting receivers

>= 95.0 % 95% Talk-in Portable Hip-level
< 95.0 %

 Display threshold level: -120.0 dBmW

Notes

This coverage map is for
informational purposes only, no
guarantee of coverage is expressed 
or implied.

KILOMETERS

-5 0 5

Waukesha County
Map W.3 – Current Sites, P25 Ph.1 (15 dB buildings)

Rev. - 1.1 Mon Nov 05 14:17:16 2012



EDX    SignalPro®® : Waukesha County (Digital, P25 Ph I)

Study Grid Boundary
Interstates
Highways
County Boundaries
State Boundary

Aggregate Simulcast Monte Carlo Reliability

>= 95.000 % 95% Simulcast Portable Hip-level
< 95.000 %

 Display threshold level: -120.0 dBmW
Uplink Percent Log-Normal Reliability using voting receivers

>= 95.0 % 95% Talk-in Portable Hip-level
< 95.0 %

 Display threshold level: -120.0 dBmW

Notes

This coverage map is for
informational purposes only, no
guarantee of coverage is expressed 
or implied.

KILOMETERS

-5 0 5

Waukesha County
Map W.4 – Current Sites, P25 Ph.1 (15 dB buildings)

Rev. - 1.1 Mon Nov 05 12:50:32 2012



EDX    SignalPro®® : Waukesha County (Digital, P25 Ph I)

Study Grid Boundary
Interstates
Highways
County Boundaries
State Boundary

Aggregate Simulcast Monte Carlo Reliability

>= 95.000 % 95% Simulcast Portable Hip-level
< 95.000 %

 Display threshold level: -120.0 dBmW
Uplink Percent Log-Normal Reliability using voting receivers

>= 95.0 % 95% Talk-in Portable Hip-level
< 95.0 %

 Display threshold level: -120.0 dBmW

Notes

This coverage map is for
informational purposes only, no
guarantee of coverage is expressed 
or implied.

KILOMETERS

-5 0 5

Waukesha County
Map W.5 – Add Vernon Site, P25 Ph.1 (15 dB buildings)

Rev. - 1.1 Mon Nov 05 12:02:03 2012



EDX    SignalPro®® : Waukesha County (Digital, P25 Ph I)  

Study Grid Boundary
Interstates
Highways
County Boundaries
State Boundary

Aggregate Simulcast Monte Carlo Reliability

>= 95.000 % 95% Simulcast Portable Hip-level
< 95.000 %

 Display threshold level: -120.0 dBmW
Uplink Percent Log-Normal Reliability using voting receivers

>= 95.0 % 95% Talk-in Portable Hip-level
< 95.0 %

 Display threshold level: -120.0 dBmW

Notes

This coverage map is for
informational purposes only, no
guarantee of coverage is expressed 
or implied.

KILOMETERS

-5 0 5

Waukesha County
Map W.6 – Moved M. Falls Site, P25 Ph.1 (15 dB buildings 

Rev. - 1.2 Tue Nov 06 17:58:18 2012



EDX    SignalPro®® : Waukesha County Map 6.2

Study Grid Boundary
Interstates
Highways
County Boundaries
State Boundary

Aggregate Simulcast Monte Carlo Reliability

>= 95.000 % 95% Simulcast Portable Hip-level
< 95.000 %

 Display threshold level: -120.0 dBmW
Uplink Percent Log-Normal Reliability using voting receivers

>= 95.0 % 95% Talk-in Portable Hip-level
< 95.0 %

 Display threshold level: -120.0 dBmW

Notes

This coverage map is for
informational purposes only, no
guarantee of coverage is expressed 
or implied.

KILOMETERS

-5 0 5

 Waukesha County
Map .4.3.1–Vernon&Merton, P25 Ph.I, 15dB

Rev. - 1.0 Wed Nov 07 15:50:49 2012



EDX    SignalPro®® : Waukesha County (Digital, P25 Ph II)

Interstates

Highways

County Boundaries

State Boundary
Aggregate Simulcast Monte Carlo Reliability

>= 95.000 % 95% Simulcast Portable Head-level
< 95.000 %

 Display threshold level: -120.0 dBmW
Uplink Percent Log-Normal Reliability using voting receivers

>= 95.0 % 95% Talk-in Portable Head-level
< 95.0 %

 Display threshold level: -120.0 dBmW

Notes

This coverage map is for
informational purposes only, no
guarantee of coverage is expressed 
or implied.

KILOMETERS  (Scale - 1:250,000)

-5 0 5

Waukesha County
Map W.8 – Curent Sites, P25 Ph. 2 (15 dB bulidings)

Rev. - 1.0 Fri Oct 12 14:10:28 2012



EDX    SignalPro®® : Milwaukee County (Analog)

Study Grid Boundary
Interstates
Highways
County Boundaries
State Boundary

Aggregate Simulcast Monte Carlo Reliability

>= 95.000 % 95% Simulcast Portable Hip-level
< 95.000 %

 Display threshold level: -120.0 dBmW
Uplink Percent Log-Normal Reliability using voting receivers

>= 95.0 % 95% Talk-in Portable Hip-level
< 95.0 %

 Display threshold level: -120.0 dBmW

Notes

This coverage map is for
informational purposes only, no
guarantee of coverage is expressed 
or implied.

KILOMETERS

-5 0 5

Milwaukee County
Map M.1 – As-Is Analog (15dB buildings)

Rev. - 1.1 Mon Nov 05 14:53:06 2012



EDX    SignalPro®® : Milwaukee County (Digital, P25 Ph I)

Study Grid Boundary
Interstates
Highways
County Boundaries
State Boundary

Aggregate Simulcast Monte Carlo Reliability

>= 95.000 % 95% Simulcast Portable Hip-level
< 95.000 %

 Display threshold level: -120.0 dBmW
Uplink Percent Log-Normal Reliability using voting receivers

>= 95.0 % 95% Talk-in Portable Hip-level
< 95.0 %

 Display threshold level: -120.0 dBmW

Notes

This coverage map is for
informational purposes only, no
guarantee of coverage is expressed 
or implied.

KILOMETERS

-5 0 5

Milwaukee County
Map M.2 – Current Sites, P25 Ph I (15 dB buildings)

Rev. - 1.1 Mon Nov 05 13:20:35 2012



EDX    SignalPro®® : Milwaukee County (Digital, P25 Ph I)

Study Grid Boundary
Interstates
Highways
County Boundaries
State Boundary

Aggregate Simulcast Monte Carlo Reliability

>= 95.000 % 95% Simulcast Portable Hip-level
< 95.000 %

 Display threshold level: -120.0 dBmW
Uplink Percent Log-Normal Reliability using voting receivers

>= 95.0 % 95% Talk-in Portable Hip-level
< 95.0 %

 Display threshold level: -120.0 dBmW

Notes

This coverage map is for
informational purposes only, no
guarantee of coverage is expressed 
or implied.

KILOMETERS

-5 0 5

Milwaukee County
Map M.3 – Current Sites, P25 Ph. I (20 dB buildings)

Rev. - 1.1 Mon Nov 05 13:37:28 2012



EDX    SignalPro®® : Milwaukee County (Digital, P25 Ph I)

Study Grid Boundary
Interstates
Highways
County Boundaries
State Boundary

Aggregate Simulcast Monte Carlo Reliability

>= 95.000 % 95% Simulcast Portable Hip-level
< 95.000 %

 Display threshold level: -120.0 dBmW
Uplink Percent Log-Normal Reliability using voting receivers

>= 95.0 % 95% Talk-in Portable Hip-level
< 95.0 %

 Display threshold level: -120.0 dBmW

Notes

This coverage map is for
informational purposes only, no
guarantee of coverage is expressed 
or implied.

KILOMETERS

-5 0 5

Milwaukee County
Map M.4 – Move to 440th, P25 Ph. I, (15 dB bldgs)

Rev. - 1.1 Mon Nov 05 12:42:04 2012



EDX    SignalPro®® : Milwaukee County (Digital, P25 Ph I)

Study Grid Boundary
Interstates
Highways
County Boundaries
State Boundary

Aggregate Simulcast Monte Carlo Reliability

>= 95.000 % 95% Simulcast Portable Hip-level
< 95.000 %

 Display threshold level: -120.0 dBmW
Uplink Percent Log-Normal Reliability using voting receivers

>= 95.0 % 95% Talk-in Portable Hip-level
< 95.0 %

 Display threshold level: -120.0 dBmW

Notes

This coverage map is for
informational purposes only, no
guarantee of coverage is expressed 
or implied.

KILOMETERS

-5 0 5

Milwaukee County
Map M.5 – Move to Bayside, P25 Ph. I (15 dB blds)

Rev. - 1.1 Mon Nov 05 13:56:27 2012



EDX    SignalPro®® :  Milwaukee County (Digital, P25 Ph II)

Interstates

Highways

County Boundaries

State Boundary
Aggregate Simulcast Monte Carlo Reliability

>= 95.000 % 95% Simulcast Portable Hip-level
< 95.000 %

 Display threshold level: -120.0 dBmW
Uplink Percent Log-Normal Reliability using voting receivers

>= 95.0 % 95% Talk-in Portable Hip-level
< 95.0 %

 Display threshold level: -120.0 dBmW

Notes

This coverage map is for
informational purposes only, no
guarantee of coverage is expressed 
or implied.

KILOMETERS  (Scale - 1:250,000)

-5 0 5

Milwaukee County
Map M.6 – Current Sites, P25 Ph. 2 (15 dB buildings)

Rev. - 1.0 Fri Oct 12 14:00:46 2012



EDX    SignalPro®® : Waukesha and Milwaukee Counties (Digital, P25 Ph l)

Study Grid Boundary
Interstates
Highways
County Boundaries
State Boundary

Aggregate Simulcast Monte Carlo Reliability

>= 95.000 % 95% Simulcast Portable Hip-level
< 95.000 %

 Display threshold level: -120.0 dBmW
Uplink Percent Log-Normal Reliability using voting receivers

>= 95.0 % 95% Talk-in Portable Hip-level
< 95.0 %

 Display threshold level: -120.0 dBmW

Notes

This coverage map is for
informational purposes only, no
guarantee of coverage is expressed 
or implied.

KILOMETERS

-5 0 5

Milwaukee & Waukesha Counties
Map C.1 – Current Sites,P25 Ph. I, 15 dB

Rev. - 1.1 Mon Nov 05 14:08:35 2012



EDX    SignalPro®® : Waukesha  & Milwaukee Counties (Digital, P25 Ph I)

Study Grid Boundary
Interstates
Highways
County Boundaries
State Boundary

Aggregate Simulcast Monte Carlo Reliability

>= 95.000 % 95% Simulcast Portable Hip-level
< 95.000 %

 Display threshold level: -120.0 dBmW
Uplink Percent Log-Normal Reliability using voting receivers

>= 95.0 % 95% Talk-in Portable Hip-level
< 95.0 %

 Display threshold level: -120.0 dBmW

Notes

This coverage map is for
informational purposes only, no
guarantee of coverage is expressed 
or implied.

KILOMETERS

-5 0 5

Milwaukee & Waukesha Counties
Map C.2 – Alt. Sites, P25 Ph.I, 15 dB

Rev. - 1.3 Wed Nov 07 09:10:14 2012




